POSITIVE 

LOCKING 

DEVICES 


YOUR  CUSTOMER  DESERVES 
THE  VERY  BEST... AND 

J.J.  CRUPI,  INC. 

MAKES  THEM 
...  BY  DESIGN 


...THE  ALUMINUM! 

ARCHITECTVRAL 
PROJECTED 
AWNING 
WINDOWS 


r 

[ST 

ATK 

■  ■ 

3NAF 

i 

Up 

f 

•  PERMANENTLY 

ANODIZED  FINISH 

•  FIN  TRIM  OR 

METAL  FINS  AVAILABLE 

•  AUTOMATIC  SELF-LOCKING 

•  KEEPS  OUT  RAIN 

•  WINTERIZED  FOR  TOTAL 

NORTHERN  WEATHER 

•  NYLONIZED  FOR  SMOOTH 

FAULTLESS  MOVEMENT 

•  FELT  AND  VINYL 

WEATHERSTRIPPING 


2.A9* 


INSTALLATION  DETAILS 


head 


JAMB 


SILL 


PLANTER 


SPECIFICATIONS 

GENERAL 

Aluminum  Architectural  Projected  Awning  type  windows  are 
automatic  self-locking,  as  made  by  J.J.  Crupi,  Inc.  and  shall 
conform  with  residential  and  commercial  type  buildings. 

MATERIAL 

Aluminum  Projected  Awning  windows  extruded  sections  shall  be 
fabricated  from  6063-T5  aluminum  alloy.  All  frame  members 
shall  have  a  minimum  thickness  of  .095"  and  a  minimum  depth 
of  1-15/16"  and  vent  members  a  depth  of  1  inch.  Depending  on 
design,  all  pins,  bushings,  bearings  and  rivets  shall  be  aluminum, 
nylon,  or  stainless  steel.  All  dimensions  to  be  in  accordance  with 
generally  accepted  commercial  tolerance. 

CONSTRUCTION 

All  parts  to  be  made  in  a  workmanlike  manner  to  fit  properly 
and  assure  weathertight  construction.  Main  frame  and  vent  parts 
to  be  of  a  mortise  and  tenon  riveted  construction.  There  shall  be 
a  double  weatherstripping  contact  of  extruded  vinyl  between  the 
vents  and  the  main  frame.  This  weatherstripping  shall  be  securely 
held  in  a  special  dovetail  slot  extruded  as  part  of  the  main  frame 
and  vent  members.  Operating  mechanism  (other  than  operator 
and  locking  handle)  to  be  completely  concealed  within  the  main 
frame.  Ventilators  shall  be  so  designed  that  they  may  be  re¬ 
moved  from  the  windows  for  glazing. 

HARDWARE  and  OPERATION 

Operator  shall  be  of  worm  and  sector  off-set  type,  gears  shall  be 
of  heat  treated  steel,  properly  coated.  Housing  and  cranks  shall 
be  fabricated  of  a  suitable  die  cast  metal  alloy.  Operator  shall  be 
securely  fastened  to  both  the  jamb  and  sill  at  either  side  of  the 
window  as  required.  Torque  tube  mounted  in  nylon  bearings 
shall  provide  equal  power  to  both  sides  of  ventilator  for  ease  to 
operate.  Vent  actuating  mechanism  and  automatic  hooking 
device  as  manufactured  by  J.J.  Crupi,  Inc.  To  eliminate  corro¬ 
sion  and  wear  in  all  critical  points  J.J.  Crupi,  Inc.  shall  use  alumi¬ 
num,  stainless  steel  rivets  and  nylon  bushings.  Inward  projected 
sash  shall  have  a  manual  locking  device. 


AUTOMATIC  LOCKING 

Two  hooks  shall  be  located  at  the  bottom  of  each  side  of  ventil¬ 
ator,  automatically  engaging  these  hooks  at  the  last  turn  of  the 
operator  handle  into  a  positive  locking  position.  This  assures  a 
tight  closure  of  the  ventilator  eliminating  the  need  of  adjusting 
the  window. 

FINISH 

Windows  shall  have  an  anodized  finish. 

SCREENS 

When  specified.  Aluminum  Screens  are  available.  The  aluminum 
screen  cloth  is  14  x  18  mesh.  The  mesh  is  securely  inserted  into 
the  frame  with  vinyl  spline.  Screens  shall  be  easily  removed  by 
means  of  a  thumb  screw  and  clip. 

STORM  PANELS 

When  specified,  storm  panels  with  vinyl  weatherstripping  shall  be 
furnished.  They  shall  be  interchangeable  with  screens,  held  in 
place  by  the  same  clip  and  screw,  in  the  same  manner. 

GLAZING 

When  specified,  windows  can  be  factory  glazed.  Factory  glazing 
shall  be  done  with  an  approvedbedding  compound  and  using 
rigid  vinyl  snap-in  glazing  bead.  Field  glazing  shall  be  done  by 
others,  using  a  compound  suitable  for  use  with  aluminum  win¬ 
dows.  Caution  must  be  taken  to  prevent  bowing  or  distortion  of 
vent  heads  and  sills  which  would  prevent  proper  closing  of 
window. 

ERECTION  (By  Others) 

The  contractor  shall  securely  fasten  window  in  place,  plumb 
level  and  square  without  distortion  of  frame  members  or  permit 
screws  to  interfere  with  operating  hardware.  A  suitable  caulking 
compound  shall  be  applied  behind  and  around  the  outer  flanges 
of  the  window  before  and/or  after  their  being  set  into  opening. 
Where  aluminum  comes  in  contact  with  lime-content  masonry 
the  surface  must  be  protected  by  the  contractor  with  a  suitable 
material. 


WINDOW  ST  VLE 
ARRANGEMENTS 


Wl  DTH ;  1 9-1/8”  -  37”  -  53-1/8” 
HEIGHT:  26”  -  38-3/8”  -  50-5/8”  -  63” 
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OTHER  THAN  STANDARD  SIZES  MEASURING  DETAILS  To  determine  net  inside  dimensions  of  the 

ON  SPECIAL  ORDER  ONLY.  Awning  Window  itself,  deduct  1” 


I  I  PRIlPI  IMP  ALUMINUM  AND  STEEL  PRODUCTS 
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